
Black Wires

White Wires

Ground Wires

Electrical Mounting Box

Green Screw

Bracket Bar

Sconce

Cap & Nipple 
Assembly

STEP: #1- Insure the electrical mounting box power is OFF.
 #2- Secure the two ground wires (sconce and supply) onto the bracket
        bar using the green screw.
 #3- Secure the two white wires (sconce and supply) together using 
        a wire nut.
 #4- Secure the two black wires (sconce and supply) together using a 
        a wire nut.
 #5- Attach bracket bar to the electrical mounting box. Carefully push
        excess wire into the electrical mounting box.
 #6- Secure the sconce to the wall by putting the cap and nipple assembly
        inside the sconce and through the hole in the back.  
        Screw the cap and nipple assembly into the center hole of the bracket
        bar snugly. (Caution: Do not over tighten. Damage to the sconce
        may occur.)

WARNING: FOR WET LOCATIONS OR OUTDOOR USE, CLOSED TOP MODELS MUST 
     BE INSTALLED FOR DOWN LIGHT ONLY. 
     APPLY A CONTINUOUS BEAD OF SILICONE CAULK AROUND THE 
     OUTSIDE PERIMETER OF THE SCONCE THAT SEATS AGAINST
     THE WALL IT IS BEING MOUNTED UPON.

INSTALLATION INSTRUCTIONS

WARNING: RISK OF FIRE OR ELECTRICAL SHOCK. MUST BE INSTALLED BY A QUALIFIED ELECTRICIAN. 
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One (1) Year Limited Warranty, (Non-Energy Star Listed Products Only)
Alchemy Lights, LLC warrants the original consumer purchaser or user of this product that this product shall be free from defects in 
materials and workmanship, under normal use and conditions, for a period of one (1) year from the date of purchase. If this product 
fails to conform to the foregoing warranty at any time within such one year period you should contact Alchemy Lights, LLC at 505-
424-6001 for return authorization and shipping instructions.  Upon receipt of a defective product covered by this warranty, Alchemy 
Lights, LLC will at its option and as your sole remedy, repair or replace this product with Alchemy Lights, LLC then current version of 
such product. This warranty does not apply to damage or failure caused by or resulting from (A) accident, neglect, abuse, or natural 
causes (including lightning); (B) unauthorized repair or modification of the product; (C) failure to install or use the product in accor-
dance with the instructions therefore or local building codes or use of the product other than for its intended purposes; (D) use of 
the product with any attachments not provided by Alchemy Lights, LLC; or (E) use of the product in a commercial service. EXCEPT AS  
EXPRESSLY PROVIDED IN THIS LIMITED WARRANTY, ALCHEMY LIGHTS, LLC MAKES NO WARRANTIES OF ANY KIND WITH RESPECT TO 
THIS PRODUCT AND ALL IMPLIED WARRANTIES THAT MAY BE APPLICABLE TO THIS PRODUCT INCLUDING WITHOUT LIMITATION WAR-
RANTIES OF MERCHANTABILITY OF FITNESS FOR A PARTICULAR PURPOSE ARE HEREBY EXPRESSLY LIMITED TO THE ONE (1) YEAR 
DURATION OF THIS LIMITED WARRANTY. Alchemy Lights, LLC; total liability arising in any manner in connection with this product shall 
be limited to the amount of the purchase price paid by you and in no event shall Alchemy Lights, LLC be liable for any incidental 
consequential special or indirect damages, including, without limitation, loss of time, inconvenience or loss of use of this product. 
Some states do not allow limitations on how long an implied warranty lasts, so the above limitations or exclusions may not specifi-
cally apply to you or your situation. This warranty gives you specific legal rights, and you may also have other rights which vary from state 
to state.

warranty

installation instructions

STEP:	 1- Insure the electrical mounting box power is OFF.

	 2- Secure the two ground wires (sconce and supply) onto the bracket bar using the green screw.

	 3- Secure the two white wires (sconce and supply) together using a wire nut.

	 4- Secure the two black wires (sconce and supply) together using a wire nut.

	 5- �Attach bracket bar to the electrical mounting box. Carefully push excess wire into the  
electrical mounting box.

	 6- �Secure the sconce to the wall by putting the cap and nipple assembly inside the sconce and through 
the hole in the back. Screw the cap and nipple assembly into the center hole of the bracket bar snugly. 
(Caution: Do not over tighten. Damage to the sconce may occur.)

WARNING:  
RISK OF FIRE OR  

ELECTRICAL SHOCK.  
MUST BE INSTALLED  

BY A QUALIFIED  
ELECTRICIAN.

WARNING: FOR WET LOCATIONS OR OUTDOOR USE, CLOSED TOP MODELS MUST BE INSTALLED FOR DOWN LIGHT 
ONLY. APPLY A CONTINUOUS BEAD OF SILICONE CAULK AROUND THE OUTSIDE PERIMETER OF THE SCONCE TO SEAL 
IT AGAINST THE WALL IT IS BEING MOUNTED UPON.


